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INSTALLATION: 
!!! Caution!!! Before working on your machine, make sure it is parked on a level surface with 
the transmission in park and/or the parking brake engaged. Failure to do so could lead to bodily 
harm. 
The WarHead Offroad MOAB tree kickers utilize the supplied hardware for installation.  Do not 
discard these components. 
 
Supplied Hardware: 
16 x M8 65MM bolts and nuts (frame) 
4 x M10 x30 with nuts (lower rear) 
4 x M8 x 30 with nuts (upper rear) 
Removal: 

1. Remove the allen bolts just below the doors on each side holding the side plastics to the 
cab side.  Save the bolts, they will be used later during re-installation. 

2. Remove all the push pins from the front lower plastic near the feet holds to successfully 
remove the factory skid plate. If you have mudflaps you will need to remove them. 

3. Remove the push pins and bolts from factory skid plate and lower factory mounting bolt 
from each side holding the skid to the vehicle. 

4. You only need to be able to have access from the skid plates to put nuts on the bolts 
going through the frame. 

5. Once the lower cab plastic has been removed you will notice guide lines for cutting the 
plastic to allow access to the frame mounts.  Cut the plastic and discard. 

Installation: 
1. Place the kickers on a jack stand or an extra hand to assist in install.   
2. Begin with the middle bolts, leave them very loose 
3. Install the rear upper bolts, then the lower rear bolts leaving them loose 
4. Install the front bolts and leave them loose. 
5. You may need to move them around to get the bolts in.   
6. Set the kicker as desired and tighten all the bolts. 
7. Reinstall the lower plastics and skid plate. 
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